
 
 

 
 

 

BaseGuard  100  PRO  

Test Description  
 

Test  Method  
Specification  Limits  Typical  

Values  Min  Max  

Physical  

Appeance  ASTM  D1524  Clear  and  Bright  

Color, ASTM  ASTM  D1500   L  0.5  L  0.5  

Saybolt  Color  ASTM  D156   25 

Flash  Point,  COC,  °F  (°C)  ASTM  D92  293  (145)  356  (180) 

Interfacial  Tension  @  25°C,  (mN/m)  ASTM  D971  40   44.8  

Pour  Point,  °F  (°C)  ASTM  D97   -13 (-25) -26  (-32) 

Relative  Density  at  15°C,  g/cm 3 ASTM  D4052   0.910  0.8657  

Viscosity,  cSt  at  100°C  (212°F)  ASTM  D7042   6.0 4.15 

Viscosity,  cSt  at  40°C  (104°F)  ASTM  D7042   26.0 20.45  

Viscosity,  SUS  at  100°F  (37.8°C)  ASTM  D2161  120.0  109 

 

Chemical  

Anline  Point,  °F  (°C)  ASTM  D611 149  (64)   165 (74)  

Copper Strip  Corrosion,  3 hours  at  100 oC  ASTM  D130  Pass  Pass  

Corrosive  Sulfur  Copper  Strip,  48  Hours  at  150°C  ASTM  D1275  Not  Corrosive  Not  Corrosive  

Water  Content,  mg/kg  ASTM  D1533   35 10 

Acid  Number,  mg  KOH/g  ASTM  D974   0.03  <0.03  

PCB  Content  ASTM  D4059  Not  Detectable  Not  Detectable  

 

 

Health  Safety  and  Environment  

Polycyclic  Aromatic  Compounds,  wt  % IP  346   3 <3.0  

Modified  Ames  Assay  ASTM  E1687   Pass  Pass  
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